
CALCIUM MF SPECIFICATIONS

TYPE CCA LENGTH WIDTH HEIGHT
OVERALL 
HEIGHT

RESERVE 
CAPACITY

U1MRMF-X 300 205 132 160 185

U1MFX 300 205 132 160 185

MF40B19R 335 187 127 200 220 52

MF40B19L 335 187 127 200 220 52

MF40B19FL 335 187 127 200 220 52

MF40B19RS 335 187 127 200 220 52

MF40B19LS 335 187 127 200 220 52

MF50B24L 400 234 127 200 220 60

MF50B24R 400 234 127 200 220 60

MF50B24LS 400 234 127 200 220 60

MF50B24RS 400 234 127 200 220 60

MF85R-500 500 230 172 180 200 85

MF85-500 500 230 172 180 200 85

MF22F-500 500 230 172 180 200 85

MF55D23R 550 230 172 200 220 100

MF55D23L 550 230 172 200 220 100

MF50D20L 450 200 172 200 220 80

MF80D26R 600 257 172 200 220 125

MF80D26L 600 257 172 200 220 125

MF105D31R 750 302 172 200 220 160

MF105D31L 750 302 172 200 220 160

MF95E41R 830 402 171 205 226 180

MF95E41L 830 402 171 205 226 180

MF31-750 750 330 172 218 242 160

MF31-900 900 330 172 218 242 180

MF31-1000 1000 330 172 218 242 190

MF54321 500 208 175 175 175 75

MF55046 580 242 175 175 175 80

MF55559 580 242 175 175 175 90

MF56828 650 277 175 175 175 110

MF56638 650 277 175 190 190 113

MF56821 650 277 175 175 175 110

MF57539 700 315 175 175 175 135

MF59094R 650 315 175 175 190 180

MF58515 800 354 175 175 175 140

MF58827 800 354 190 175 190 160

MF60038 850 354 190 190 190 180

MF135F51 870 506 182 205 233 230

MF160G51 1000 506 212 210 230 300

MF210H52 1200 509 274 218 238 400

N94 (DLT)R 890 519 206 205 205 255

MF64589 R 800 511 188 190 217 260

Our logo is the most valuable brand asset. 
It expresses the dynamic and powerful characteristics of our brand.

To secure the legibility of the logo on a white background, the logo must be used with a black outline.
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CALCIUM MF SPECIFICATIONS (continued)

TYPE CCA LENGTH WIDTH HEIGHT
OVERALL
HEIGHT

RESERVE
CAPACITY

MF68032 R 1000 511 222 220 217 350

MF75-500 500 208 179 180 180 90

MF78-670 670 260 179 180 180 130

MF65-750 750 294 187 171 191 140

AX S46B24R 370 236 125 200 224 75

SA56020 800 242 174 190 190 110

AX 570670 800 277 174 190 190 130

AX 580800 950 315 174 190 190 160

AX31-800 800 330 172 218 242 180

ABXAGM 750 257 172 200 220 140

MF85R-500 500 208 172 180 200 85

MV24 560 257 172 200 220 105

XV24 720 257 172 200 220 140

DC24 680 257 172 200 220 140

DC27 750 302 172 200 220 170

DC31 800 330 172 218 242 180

XDC24 80ah 257 172 218 242 140

XDC27 90ah 303 172 218 220 170

XDC31 100ah 330 172 218 242 180


